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RAtlAU 

MICRONDE department 


20 dB G - 10 GHz DIRECTIONAL COUPLER 


DRflNING; 


6.45 13.7 



(*typ ) 

3 connectors 


TECHtilCAL 
DATA SHEET 


C 

LTR. 



General tolerance;*** 0.5 


ELECTRICAL CHARACTERISTICS: 


FRCQUENCY RRNGE 

IMPEDHNCE 

COUPLING (*) 

FREQUENCY SENSITIVITY 

DIRECTIVITY 

INSERTION LOSS 

V.S. W.R. 

flVERRGE POWER 

perk' POWER 


MECHANICAL CHARACTERISTICS 


6 - IB GHz 
50 Ohms 
20 dB ± 1 dB 
± 0.5 dB 
15 d B mini 
0.6 dB max . 

1 . 40 max . 

50 W CW at 25‘»C 
3 kW ( 1 |jS, 1 * 4 .) at 25* C 


CONNECTORS ; 

TERMINRTION (on isolated port) : 
MRXIMUM WEIGHT ; 

ENVIRONMENTAL CHARACTERISTICS; 


SMR -female per MIL C 33012 
50 n 1 W 
30 g 


OPERRTING TEMPERRTURE RRNGE 
STORRGE TEMPERRTURE RRNGE 


: - 40*C + 100“ C 
• - 40“C + 100“ C 


Frequency sensitivity is included in coupling. 



REVISIONS 


DATE APP. 


RADIALL 101 Ph. Hoffmann Street. Z.i. West ■ 93116 ROSNY/S/BOIS ■ France Phone (1) 48 54 80 40-Twx Radia 235 220 


















